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1Modeling and robust control strategy for a
control-optimized piezoelectric microgripper
Mathieu Grossard, Mehdi Boukallel, Nicolas Chaillet, Member, IEEE, and Christine Rotinat-Libersa
Abstract—In this paper, modeling and robust control strat-
egy for a new control-optimized piezoelectric microgripper are
presented. The device to be controlled is a piezoelectric flexible
mechanism dedicated to micromanipulation. It has been previ-
ously designed with an emphasis to control strategy, using a
new topological optimization method, by considering innovative
frequency-based criteria. A complete non-linear model relating
the voltage and the resulting deflection is established taking
into account hysteresis as a plurilinear model subjected to
uncertainties. The approach used for controlling the actuator
tip is based on a mixed High Authority Control (HAC) / Low
Authority Control (LAC) strategy for designing a wide-band
regulator. It consists of a Positive Position Feedback (PPF) damp-
ing controller approach combined with a low-frequency integral
controller which is shown to have robustness performances as
good as a RST-based robust pole placement approach for the
microgripper. The rejection of the vibrations, naturally induced
by the flexible structure, and the control of the tip displacement
have been successfully performed. Because we had taken into
account frequency-based criteria from the first designing step of
our device, we demonstrate that the tuning of the HAC/LAC can
be easily performed and leads to low regulator order.
Index Terms—Flexible structure, hysteresis, microrobotics,
piezoelectric actuator, positive position feedback, robust control,
vibrations control.
I. INTRODUCTION
TO achieve micromanipulation tasks, microgripperdevices are often compliant mechanisms, i.e. single-
bodies, elastic continua flexible structures that transmit a
motion by undergoing elastic deformation [1]. They are
opposed to jointed rigid body motions of conventional
articulated mechanisms. These compliant mechanism-based
micromanipulators are often coupled with smart materials
for actuation, such as PZT (Lead Zirconate Titanate)
piezoceramic. Piezoelectric actuation has become widespread
in micromanipulation systems where high positioning
accuracy is needed [2].
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Recently [3], we have developed a prototype of a new
compliant piezoelectric monolithic gripper (Fig.1). It has been
designed using a global systematic approach, based on the
multidisciplinary topology optimization of the flexible struc-
ture. This method is based on the flexible building block
method called FlexIn ("Flexible Innovation"), which uses a
multidisciplinary genetic algorithm to optimize flexible struc-
tures [4] [5] [6]. Details on the design procedure can be found
in [3], and are reminded in section II of this article. When
the active beams of the symmetric jaws of the microgripper
are supplied by voltage, it results in a deformed shape that
produces a symmetric stroke of δ = ±10.51µm and a gripping
force of about 0, 84N along x-axis under ±100V . These static
mechanical characteristics of our device are of the same order
of magnitude of other well-known actuation schemes such as
unimorph or bimorph PZT actuators, widespread in the design
of microrobotic manipulators [1].
Fig. 1. 3D CAD model of the piezoeletric device with top face electrode
patterns (Vleft and Vright are the controlled inputs for actuating the left and
right arms).
However, when the amplitude of the applied voltage reaches
high values (about 40V), the linear approximation between the
deflection and the voltage is not valid anymore, and hysteresis
phenomenon particularly arises [7]. It exists several methods
to deal with such a nonlinearity : linearization methods (using
charge compensation [8] for example), Preisach model [9]
(but, due to its complexity, the real time implementation of
this technique is difficult), linear or polynomial approximation
models [10]. Let us note that an another cause of precision
loss at the tip of the piezoelectric actuators is the drift due
to creep effects [11]. Another major drawback in using
flexible structure in micromanipulation tasks is the loss of
position control accuracy due to vibrations. Methodologies
used for synthesizing sophisticated robust controllers are not
so intuitive and often lead to high order regulator.
2For the design of our microgripper (Fig.1), both purely
mechanical criteria (i.e. stroke and force at the tip) and
innovative frequency-based criteria [4] [3] have been used.
These last criteria are useful tools to ensure the efficient
control of flexible structures afterwards. These criteria allow
to take into account resonance amplitude modulations and
optimal pole/zero placement in the frequency spectrum
of the device, so that the designer can fit its open-loop
frequency response function in a desired way [12] [13]
[14]. As a consequence, because our device has been
frequency-optimized, it appears that the synthesis of a simple
robust HAC/LAC regulator is easy afterwards. Indeed, this
methodology, which combines damping controllers with low-
frequency integral controller, is particularly interesting for
the control of flexible structure. It can guarantee interesting
stability margins and lead to low order regulator compared
with classic robust pole placement approaches.
This paper is organized as follows. In the next section, we
briefly remind the underlying ideas of the control-oriented
optimization strategy that lead to the specific design of our
gripper (Fig.1). The non-linear voltage-deflection model in-
cluding hysteresis is presented in section III. In section IV,
the hysteresis model is identified and approximated by a
quadrilateral linear model subjected to uncertainty and with
a varying static gain. In the fourth part, a High Authority
Control (HAC) / Low Authority Control (LAC) controller
is synthesized and implemented to ensure the performances
required in micromanipulation. Finally, in section VI, we show
that our controller can have robustness as good as a RST-based
robust pole placement approach for the microgripper.
II. PRESENTATION OF THE CONTROL-OPTIMIZED
COMPLIANT PIEZOACTUATOR PROTOTYPE SYNTHESIZED
BY FLEXIN
Reader can find detailed descriptions of the FlexIn optimiza-
tion tool in [4] [5] [6]. The way the piezoelectrically actu-
ated prototype has been optimally synthesized is extensively
detailed in [3]. In this section, we point out the interests of
having optimized our device from a control-oriented point of
view, in order to ensure the performances required in closed-
loop afterwards.
From the first design step, we had the objective to conceive
a flexible mechanism characterized by two dominant modes
in the targeted low-frequency spectrum (reduced model) in
order to facilitate the identification of an accurate reduced
order model afterwards. In addition, the specific alternating
pole/zero pattern for our flexible structure (i.e. the resonances
and antiresonances alternate in this targeted spectrum) helps
designing regulator, which has good intrinsic stability proper-
ties.
A. Useful criteria for evaluation of dynamic input-output
model performances of flexible systems
Two significant tasks in flexible structure control are
both the identification of the dominant modes to build an
appropriate reduced model and the control strategy design.
1) Evaluation of the model reduction cost: Since the dy-
namic model of a flexible structure is characterized by a large
number of resonant modes, accurate identification of all the
dominant system dynamics often leads to high order models.
A model reduction is often required.
Thus, to facilitate the computation of an accurate identified
model afterwards, a first criterion has been drawn in FlexIn
to optimize the reduced-model accuracy of the systems, while
limiting spillover effects [3]. The optimal structures is the one
guaranteeing the highest joint controllability and observability
for all the modes in the bandwidth of interest, while providing
the minimum joint controllability and observability of the
neglected modes (Fig.2). The numerical formulation of this
criterion can be found in [3].
Fig. 2. Desired form of the open-loop magnitude FRF. Resonance peaks
amplitudes must be maximized in the frequencies bandwidth [0, ωc] to
increase authority control on these dominant modes. On the contrary, the
amplitudes of resonance peaks after cut-off frequency must be minimized to
increase gain margin and to limit modes destabilization in this area (spillover
phenomenon)
2) Pseudo-collocated behavior: For some specific class
of flexible structures, which can be modeled as collocated
resonant systems, active damping controllers such as Positive
Position Feedback (PPF) have proven to offer great robustness,
performance, and ease of implementation. They are often
focused on damping the dominant modes [15], [12]. The most
useful characteristic of a collocated system is the interlacing
of poles and zeros along the imaginary axis for a lightly
damped structure. Such systems are minimum of phase. This
results in a phase response that lies continuously between 0◦
and 180◦. Minimum of phase systems are known to possess
interesting properties, especially simple stability conditions.
This makes collocation of the transfer function an attractive
control approach.
Although the flexible structures rarely present natural col-
located behavior, an other optimization criterion, inspired by
[15] and [14], has been used to force the structure to have this
collocated behavior in terms of frequency response function.
B. Presentation of the monolithic compliant piezoactuator
prototype
From the optimal design obtained [3], a symmetric mono-
lithic microactuation mechanism prototype has been fabri-
3cated, made of a single piezoelectric material PIC151 from
PI Piezo Ceramic Technology [16]. Fig.1 shows the 3D CAD
model of the device with top electrode patterns. The whole
structure is divided into an active (electroded) and a passive
areas, which both will be free to bend. The base remaining
area will be clamped and kept out from bending (Fig.3).
The clamping area is where the electric wires will feed the
electrodes, respectively with Vleft and Vright for the actuated
left and right arms of the gripper.
Fig. 3. On the left, 3D simulation of the x-displacement δ (in µm) when
the half piezoactuated structure is activated under ±100V , and associated
deformed shape. On the right, photo of the whole machined piezoelectric
monolithic device.
III. NON-LINEAR MODELING OF THE TRANSFER
VOLTAGE-DEFLECTION
In this section, we draw the electromechanical model of the
piezoelectric device based on experimental measurements. It
consists in a linear model subjected to both uncertainties and
a time varying static gain. A complete model of the voltage-
deflection transfer is considered as the series connection of a
static hysteresis operator and linear dynamics [17] [18].
A. Experimental setup
Fig. 4. Schematics of the experimental setup.
The microactuator prototype is clamped, and placed on x-
y-z micropositioning linear stages, which are manually oper-
ated. The piezoelectric actuator requires high voltage (about
±100V ) to provide micrometric deflection. Thus, the device
is connected to a linear power amplifier, with an amplification
ratio ×50. This last device is controlled via a computer
equipped with Matlab-Simulink software and a NI Labview
PXI board, whose sampling frequency is fe = 20kHz (Fig.4).
Output displacement at the tip of the piezoelectric structure
is measured along x-axis using a 0.01µm-resolution Keyence
laser sensor. The analog output of the laser sensor is directly
connected to a 4th-order low-pass anti-aliasing filter. In the
following, we note F (s) its transfer function, where s is
the Laplace variable. A double Sallen-Key circuitry is tuned
for providing more than 75dB attenuation at fe/2 = 10kHz
Shannon frequency (Fig.5) :
F (s) =
Vs (s)
Ve (s)
=
(
1
1 + 2C2Rs + C1C2R2s2
)2
(1)
This filter eliminates data treatment errors that could result
from aliasing and unmodeled high-frequency noise dynamics.
Fig. 5. The active anti-aliasing filter consists of two Sallen-Key circuitries
in series. Chosen values of components are R = 2.2kΩ, C1 = 100nF and
C2 = 47nF .
B. Description of the piezoelectric actuator behavior
General electromechanical relations adopted for the
piezoelectrically actuated device are a function of the applied
electrical U and mechanical Fm stimulations. U refers to
the voltage applied on the upper and lower electrodes of the
microactuator, and Fm to the mechanical force applied at the
tip of the device. In the present article, our electromechanical
model of the piezoelectric device is based on a parametric
model, which has to be identified in experimentation. We
choose to model the deflection δ along the x-axis using a
control-oriented relationship that is currently adopted for the
piezoelectric actuators [19]. For a more phenomenological
point of view, a macroscopic thermodynamically constitutive
law describing the hysteresis effects, which occur in
ferroelectric ceramics such as PZT, can be found in [20] [21].
Let’s note that a physical electromechanical model in finite
element has been previously used for the design optimization
of our device [3].
According to [19], the deflection is non-linearly linked to
U and Fm as follows:
δ (s) = spD (s)Fm (s) + Γ (U (s) , s) (2)
where sp is the elastic compliance, and D (s) the dynamic
part with D (0) = 1. Γ (U (s) , s) is an operator that includes
the hysteresis H (U, s) and the creep C (U, s) non-linearities
in a decoupled way:
Γ (U (s) , s) = H (U, s) + C (U, s) (3)
4Let note that notation of Γ depends on both U and s, since,
in the general case, hysteresis depends on the past and present
values of U and also on its frequency.
The creep phenomenon δCreep is the drift of the deflection
observed after the transient part, when a step voltage is
applied to the piezoelectric actuator as shown in Fig.6. It
can be considered as an additional behavior happening when
the steady-state is reached, so that it is often modeled as a
simple delayed transfer [22]. Experimental results show that
the transient part of piezoelectric microactuators are generally
less than 500ms whereas the creep settling time is more than
180s [23]. Usually, the creep is considered as a disturbance
that the controlled system must reject.
Thus, in the following, Γ (U, s) is assumed to be only
modeled by H (U, s) hysteresis term, which represents both
the gain value and the transient part of the electromechanical
transfer.
Fig. 6. Measured creep deflexion of the piezoelectric actuator when a 100V
voltage step is applied at t = 0s.
C. Analysis of the hysteresis
A ±50V sine voltage input is applied to the active microac-
tuator, and the displacement output at the tip of the device δ
is recorded. No force is applied at the tip.
Experimental results on Fig.7 show the frequency-dependent
behavior of the hysteresis phenomenon : the shape variation
is due to linear vibrational dynamics [24].
According to [17], [25], [26], we propose to model this
hysteresis by considering the decoupling of the hysteresis
operator H (U, s) into a static hysteresis part Hi (U) of a
constant shape in series with a linear dynamical part D(s)
(see Fig.8). (It has been proved that the transient part D(s) is
independent of the amplitude of the voltage [23].)
IV. IDENTIFICATION OF THE PIEZOACTUATOR MODEL
In this section, we focus on the experimental identification
of the piezoelectric actuator device. The vibrational dynamics
are firstly identified. Then, the static hysteresis part is modeled
and identified.
Fig. 7. Measured hysteresis of the piezoelectric actuator for various frequency
voltage inputs.
Fig. 8. Dynamic hysteresis equivalence [22].
A. Identification of the vibrational dynamics
To study and isolate the response due to the induced
vibrations from the creep phenomenon, relatively high-
frequency inputs were used. The input amplitudes were also
kept small so that hysteresis effects could be negligible as
well. The vibrational dynamics are recorded experimentally
by applying to the piezoactuator a low-amplitude sine input
U of increasing frequency. Using a spectrum analyser device
(HP3562A), Bode diagram is recorded and D(s) = δ(s)U(s)
transfer is directly identified in Laplace domain.
As expected by FlexIn optimization, the two first resonances
modes are dominant over the following vibrational modes,
and the pole/zero alternate pattern is kept into this desired
spectrum of interest (Fig.9). Identification process is thus
performed considering these first vibrations modes involved in
the reduced model. For identification, we consider a second-
order modal transfer expansion :
D (s) =
2∑
i=1
ki
1 + 2ξiωni s +
1
ω2ni
s2
=
N (s)
M (s)
(4)
Damping ratio ξ1 and ξ2 are calculated from the measured
quality factor at −3dB on the Bode diagram, as Q−3dBi ≈
1
2ξi
. Then, values of the natural pulsation ωn1 and ωn2 are
easily calculated thanks to the measured resonance frequencies
(Fig.9). Identified modal damping and natural frequency values
are mentioned in Table.I.
Finally, values of the static gain k1 and k2 are calculated to
have both the right frequency value for the first antiresonance
5TABLE I
IDENTIFIED MODAL PARAMETERS OF D TRANSFER FUNCTION.
ξ1 ωn1(rad.s
−1) ξ2 ωn2(rad.s−1)
1.97% 1597.1 2.12% 5934.1
(which occurs between the two resonances) and the right static
gain of the whole system, leading to :
N(s) =2.254× 10 - 8s2 + 1.466× 10 - 6s + 1
M(s) =1.113× 10 - 14 s4 + 3.499× 10 - 12 s3
+ 4.206× 10 - 7 s2 + 3.178× 10 - 5 s + 1
(5)
Identified response model D(s)F (s) is compared with the
experimental frequency response taking into account the filter
transfer F (s) (Fig.9).
Fig. 9. Experimental Bode diagram of the δ
U
transfer (δ in µm and U in
Volt) and corresponding identified transfer D(s)F (s) with scaled static gain
to allow comparison.
B. Validation of the hysteresis modeling
In this paragraph, we demonstrate the following assumption
H (U, s) = Hi (U) ·D (s). This model relies on Fig.8, where
Hi (U) is a static hysteresis that represents the gain.
We compare the simulated model of Hi (U) ·D (s) with the
experimental curve of H (U, s). The simulated model of D (s)
is given by the identified model in (4). Thus, a precise model
of the static hysteresis Hi (U) is needed.
The hysteresis model given by Coleman and al. in [27] has
been chosen. This model has already been successfully applied
to piezoelectric actuators in [28]. This model relies on the
following differential equation :
(Hi) : δ˙ = α
∣∣∣U˙
∣∣∣ (aU − δ) + bU˙ (6)
The parameters a = 0.9998 µm.V −1, b = 0.0635 µm.V −1
and α = 0.0140 V −1 are identified from the experimental
hysteresis curve. For the identification of these parameters,
the considered hysteresis curve is defined as the quasi-static
stationary loop in (0, U, δ) plan. A 0, 5Hz sine voltage is
chosen as an exciting signal. Indeed, such a frequency is
quite low to neglect vibrational dynamics, but sufficiently
high towards the cutoff frequency of the creep deflection
f creepc ≈ 12π(180) ≈ 0, 9 mHz.
The comparison results between the experimental data and
the simulated model show clearly that the hysteresis H (U, s)
is equivalent to a static hysteresis followed by a dynamic part:
H (U, s) = Hi (U) ·D (s) (see (Fig.10)).
Fig. 10. Comparison of H (U, s) (experimental result) and Hi (U) · D (s)
(simulation) at different frequencies.
C. Presentation and identification of the plurilinear modeling
for the static hysteresis Hi (U)
Although less accurate than non-linear models (such as
Bouc-Wen or Preisach ones), the quadrilateral approximation
method has been chosen for modeling the static hysteresis
part, as proposed in [22]. This method presents the advantage
of a simple model, involving very few numbers of parameters,
which makes it very suitable for controller design purposes.
The resulting uncertainties, which can be easily predicted,
are supposed to be taken into account by the synthesis of a
robust controller at the end.
The non-linear hysteresis curve is approximated by a piece-
wise affine function. In case of non-saturation, the hysteresis
can reasonably be approximated by four straightlines (Fig.8).
The static hysteresis Hi (U) is replaced by a linear model with
a nominal slope α0 and an offset δH :
Hi (U) = α0U + δH (7)
where α0 is defined by the middle value of the maximal αM
and the minimal αm straightlines slopes values
α0 =
1
2
(αM + αm) (8)
and αE by the slopes radius as follows:
αE =
1
2
(αM − αm) (9)
Thus, the real static gain αsystem of the system is characterized
by {
Hi (U) = αsystemU + δH
α0 − αE ≤ αsystem ≤ α0 + αE (10)
It indicates that the nominal model (7) has uncertainty relative
to the nominal static gain α0, determined by the radius αE .
6This approach consider δH as an additional disturbance Fig.11.
Fig. 11. Open-loop voltage-deflection model with quadrilateral hysteresis
approximation.
For parameters estimation, the considered hysteresis loop
is defined as the stationary loop in the input/output plane
for a quasi-static oscillating input. A 0.5Hz low-frequency
sinusoid is chosen here: such a frequency is sufficiently small
to avoid the dynamic effects, but important enough compared
to the creep cut-off frequency fcreepc ≈ 12π180 ≈ 0.9mHz.
The chosen sine voltage amplitude is 100V , which is about
the command range required by the controller afterwards.
After computing the slope of each four straightlines fitting the
(U, δ)-plot, the values of αM and αm are deduced (see Fig.12),
so that we obtain the nominal gain α0 = 0.0640µm.V −1 and
the uncertainty radius αE = 0.0122µm.V −1 values.
Fig. 12. Quadrilateral approximation of the hysteresis and identification of
the parameters. (The segments ends are chosen at the ventral nodes of the
hysteresis where amplitude of the deflection is maximal.)
D. Complete dynamic model for controller synthesis
The mechanical term spD (s)Fm (s) in equation (2) de-
scribes the dynamic of the contact force with the manipulated
object at the tip of the microactuator. As a consequence, δF de-
flection induced by force loads Fm, δF (s) = spD (s)Fm (s),
is considered as a disturbance on the nominal deflection δ.
So, the complete nominal dynamic model of the deflection,
including the contribution of the anti-aliasing filter F (s), takes
the following form
δ (s) = F (s) (α0D (s)U (s) + δPert. (s)) (11)
where α0 is the nominal static gain completed by the radius
uncertainty αE to limit the real varying static gain of the
system, such as α0 − αE ≤ αsystem (t) ≤ α0 + αE . The
whole system dynamics is defined as G (s) = α0D (s)F (s)
in the following. The δPert. term gathers together the different
perturbation sources (hysteresis offset, force loads and creep
phenomenon), as follows:
δPert. (s) = δHD (s) + δF (s) + δCreep (s) (12)
Then, this model is used to synthesize our HAC/LAC
controller.
V. A HAC/LAC STRATEGY CONTROL FOR IN-PLANE
MOTION CONTROL
This approach consists of combining two different loops as
shown on Fig.13:
• The active damping regulator (LAC) Hl reduces the
settling time of transient disturbances and the effect of
steady state disturbances near the resonances frequencies
of the system G (s).
• A compensator HL design (HAC) achieves integral ac-
tion at low frequency and significant modifications to
the open-loop system poles dealing with the trade-off
between the conflicting requirements of performances-
robustness-stability. This outer loop of the compensator
is designed on the actively damped structure.
Fig. 13. Principle of the dual loop HAC/LAC control
A. LAC regulator synthesis
One way of adding damping to the structure is to use
Positive Position Feedback (PPF), as proposed in [29]. This
technique has the advantage to be stable even in the presence
of uncontrolled modes in the bandwidth, and rolls off quickly
at higher frequencies, reducing the risk of destabilizing
systems with high-frequency dynamics.
Stable close-loop performances can be achieved by posi-
tively feeding back the position signals of the tip deflection to
the compensator input. In SISO case, PPF transfer function is
given by:
Hl (s) = −g 1
1 + 2ξfωf s +
1
ω2f
s2
(13)
where g, ωf and ξf are respectively the chosen gain, natural
frequency and damping of controller mode. In our study,
interests are brought on the damping of the first mode
ωn1. The second mode amplitude will be consequently
attenuated by the −40 dB/decade roll-off of the resulting
transfer pre-compensated by this one-mode PPF controller.
The experimental results that we get at the end demonstrate
7that damping our system with only one PPF is sufficient with
respect to our specifications.
This second-order low-pass filter controller is tuned here to
resonate at the first structural natural frequency. PPF control
create auxiliary degrees-of-freedom (DOFs), i.e. controller
modes, that produce particular modal movements of the
system [30]. As a consequence, it adds a π/2 rad phase at
this frequency, so that the measured position and the applied
control voltage are π rad out of phase. Energy is dissipated
from the ωn1 mode in which the additional DOFs participate,
thus adding damping at this frequency.
The tuning of the controller, represented by the three
parameters g > 0, ωf and ξf , is done manually in an iterative
way based on the root-locus plot Fig.14. Parameters values
are chosen according to considerations based on each of these
parameters influence.
1) Tuning of the PPF controller damping ratio: Larger val-
ues of the damping ratio ξf will result in a less important slope
in phase response at resonant frequency, thereby increasing
the region of active damping. However, it is expected to result
in a less effective damping, i.e. in an increased flexibility at
lower modes. Here, after several trials in simulatio, we take
ξf = 50% as a compromise.
2) Tuning of the PPF controller natural frequency: Influ-
ence of the parameter ωf is rather straightforward since it
makes the damping work either in a lower or higher frequency
region. ξf being imposed, damping the first natural mode ωn1
implies to take ωf equal to 2258 rad/s value. Thus, it puts the
compensator resonant pole on the target natural frequency ωn1
of the G(s) system.
3) Tuning of the PPF controller gain: The influence of the
gain variable is depicted in the root-loci plots (Fig.15).
Since the close-loop poles start at the undamped open-loop
poles and end at the undamped zeros, it exists an optimal
gain g between them that ensures a maximal modal damping.
As optimized for our microactuator, its frequency response
presents interlacing pole/zero pattern until the second reso-
nance. Thus, root-locus plot depict damping loop that remain
entirely in the left half plane, guarantying robust stability [12],
[29] (see Fig.15a for the first mode of D(s)).
Moreover, static gain g ensures the close-loop system sta-
bility [29]. The interlacing property of the poles and zeros no
longer holds after the second resonance occurrence, because
the anti-aliasing filter F (s) adds double poles after the second
resonant mode ωn2 of the flexible prototype (double pole at
ωfilter ≈ 6280rad/s). Thus, an unstable loop occurs when
considering the second mode of D(s) (see Fig.15b).
As a compromise between an optimal damping of the first
mode (corresponding to a high value of g) and no-degraded
stability performance for the second mode (poor value of g),
we have chosen g = 4.7 in the following Fig.14. Let’s note
that the real static gain αsystem of the system is characterized
by
α0 − αE ≤ αsystem ≤ α0 + αE (14)
Thus, we have checked that the system compensated by such
a choice of gain g for the PPF controller is always stable
for a static gain comprised between these lower and upper
boundaries.
Fig. 14. Root locus of the close-loop (trajectories of the close-loop poles
as a function of gain g) and static gain chosen. Graph is symmetric towards
Real axis.
Fig. 15. Root locus zoomed on D(s) first mode (a) and D(s) second mode
(b). Graph is symmetric towards Real axis.
4) Results: Such tuned parameters enable to increase the
modal damping ξ1 up to 3.14% in close-loop, instead of 1.97%
in open-loop. Let’s note that, although the LAC regulator tends
to degrade the second modal damping (ξ2 = 1.20% instead of
2.12% initially), the roll-off induced by the HAC controller in
the outer loop will tend to attenuate the second resonant mode
amplitude afterwards.
Fig. 16 shows experimental impulse responses for the
uncontrolled and controlled microactuator, proving that the
proposed PPF controller is capable of successfully attenuating
a part of the vibrations of the structure.
Fig. 16. Impulse responses for the uncompensated and PPF pre-compensated
microactuator.
8B. HAC regulator synthesis using frequency shaping
PPF schemes are very effective to improve modal damping.
But, away from the resonances, active damping is completely
ineffective, because it leaves the close-loop poles of the
system almost unchanged [12] [31]. To cause substantial pole
displacement, we have chosen to use a second regulator named
HAC, whose design methodology is explained as follows :
• To increase the gain at low frequency, the HAC compen-
sator includes an integrator 1/s, allowing to eliminate the
static error and to reject disturbance. In high-frequency,
it provides sensor noise rejection and stability robustness
too.
• A pre-multiplicative term has been added to the previous
integrator to increase the bandwidth ωB.W. of the external
loop transfer
L (s) =
HL (s)G (s)
1−Hl (s)G (s) (15)
up to ωB.W. ≥ 200rad/s.
• A lag compensator has been finally tuned to reduce the
gain of the loop transfer at high frequency. A (π/9) phase
lag centered on the second flexible mode resonance ωr2 =
5875rad/s is added. It increases the gain margin between
the second resonant peak amplitude and the 0 dB value,
without deteriorating too much the bandwidth ωB.W..
The resulting regulator
HL (s) = 2389
(
1
s
)(
1 + 0.00012s
1 + 0.00024s
)
(16)
models the L(s) loop transfer as seen on Fig.17, providing
interesting gain and phase margins (Mg = 16.60 dB and
Mϕ = 78.62 deg at ωP = 217.56 rad/s respectively).
Fig. 17. Comparison between the Ll (s) =
G(s)
1−Hl(s)G(s) pre-compensated
loop transfer (considering only LAC regulator influence) and the L(s)
totally compensated loop transfer (considering the LAC and HAC regulators
influence).
C. Experimental results
Reference steps of various amplitudes were experimentally
applied on the device Fig.18 to test its robustness. The tracking
performances are validated with a settling time of t5% = 13ms
which is about three times more rapid than the open-loop t5%.
Fig. 18. Experimental step responses of the HAC/LAC compensated
microactuator.
VI. RST ROBUST CONTROL OF THE MICROACTUATOR
In this section, a controller synthesis, based on a robust
poles placement, is presented. Then, it is implemented and
tested on the device to allow comparisons with the previous
control HAC/LAC strategy.
The synthesized controller is based on the robust poles
placement architecture in continuous domain [32]. At the end,
the design methodology provides a polynomial regulator under
the RST form (see Fig.19), where A and B polynomials are
defined by the input/output transfer G, as follows
Fig. 19. Equivalent polynomials RST controller.
δ (s)
U (s)
= G (s) =
B (s)
A (s)
(17)
The close-loop transfer between output deflection δ, input
reference δc, and disturbance q (s) =
δPert.(s)
αOD(s)
results in
δ (s) =
B (s)T (s)
Ds (s)
δc (s) +
B (s)S (s)
Ds (s)
q (s) (18)
In (18), the specified assignment polynomial Ds is expressed
in function of the unknown polynomials R and S under the
Bezout identity to solve:
Ds (s) = A (s)S (s) + B (s)R (s) (19)
The assigned close-loop poles of Ds(s) are chosen with
the robustness, performance and stability objectives in mind.
Amongst the different existing approaches [33], the proposed
one here is inspired by [32]. The polynomial coefficients are
calculated looking at the roots of the polynomial with some
control and filtering horizon parameters.
Although control horizon will tend to be as small as
possible, limitations come from the command energy
amplitude on the one hand, and robustness performances
on the other hand. Robustness is generally improved when
9increasing the filtering horizon to the detriment of the
regulation performances. In our study, simulations tests have
been carried out to get about the same settling time for pursuit
transfer as for the previous HAC/LAC compensated system.
To avoid oscillations in time response of the system, the
specified damping is taken equal to 1. Corresponding stability
margins are important (Mg = 23.22dB and Mϕ = 82.30deg
at ωϕ = 25rad/s).
Step references of 5µm were experimentally tested on the
device Fig.20. The tracking performances are validated with
an experimental settling time of t5% = 11ms.
Fig. 20. Experimental and simulated step responses of the RST compensated
microactuator. (Step references of 5µm starting at t = 0.01s.)
VII. DISCUSSIONS AND CONCLUSIONS
Robust tracking control of a nonlinear piezoelectric system
is presented in this paper. The model used for the synthesis of
the robust controllers takes into account gripping forces, creep
and hysteresis phenomena as external disturbances. The latter
effect is viewed here as a quadrilateral approximated model
for the static hysteresis part. This static part is subjected to
uncertainty and to a varying static gain. The dynamic part
of the frequency model is modeled using a reduced accurate
model, thanks to the optimization made previously on our
device [3]. Such a modeling choice leads to a simple model
which is very suitable for linear controller design.
Taking advantages of the interlacing pole-zero pattern of the
device, a mixed Low Authority Control and High Authority
Control strategy has been demonstrated to be effective in
damping the first dominant flexible mode and in robustly
achieving motion tracking.
The experimental performances reached by this approach
are as good as the ones obtained by one advanced robust
control technique (robust pole placement), making it suitable
for micromanipulation tasks.
Indeed, the robustness margins Mg and Mϕ are almost
equivalent for the RST-based and HAC/LAC controllers, as
shown in Table.II. All the step responses are well reproductive
and show that tracking performances are correctly achieved
with similar settling times for the two control techniques.
TABLE II
ROBUSTNESS MARGINS COMPARISON
Controller Mg(dB) Mϕ(deg)
HAC/LAC 16.60 78.62
RST 23.22 82.30
Thus, it emphasizes the fact that, in our specific case
of frequency-optimized device, integral action on the PPF
augmented system (HAC/LAC strategy) gives about the same
interesting performances as those obtained with RST-based
robust poles placement technique.
Moreover, tuning of the PPF is easily done using root locus
technique. The way we choose to model the hysteresis curve
with quadrilateral approximation enables to easily guarantee
stability towards hysteresis parametric uncertainties.
An other major interest of the HAC/LAC approach is the
low regulator order obtained (of degree 4), in comparison
with the standard RST . Indeed, robust poles placement
techniques imposes that the degrees of the RST compensator
fractions are at least twice the degree of the system to be
controlled. In our case, the order of the identified transfer
α0D (s) (limited to the first two resonant modes) is already
equal to 4, without taking into account the anti-aliasing filter.
It inevitably leads to higher order controller afterwards.
Our HAC/LAC approach is quite original and not a
widespread technique in the literature dealing with the control
of flexible microactuators. In comparison with classic robust
control approaches, our approach is competitive in terms of ro-
bustness and performances as well. The HAC/LAC controller
can be easily tuned using the root locus technique and leads
to low order regulator at the end.
Thus, a natural perspective with our prototype deals with
the possible integration of this controller in a system-on-chip.
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